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Introduction
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all grown up and can wander through the craft store picking up all kinds of sparkly things without having my hands
spanked.
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be seen in my rear view mirror, | become a ribbon buying, bow making FOOL. These angels are great way to use the
and a perfect excuse to go out and by more. Sparkling ribbons, shimmering ribbons, satin ribbons, velvet ribbons. . .

being worn by angel), | assume no one wilotice.
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them. | guess maybe the year | discovered them, | enjoyed a bit too much holiday cheer. | like this version better bec
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.Lampwork beads!!
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Estimated Project Time45 minutes

Tools:

Round nose pliers
Chain nose pliers

Wire cutters

Scissors

Standard sewing needle

Materials
Qty 2 Large hollow lampwork beads or 1 larg
hollow and one face bead (224 mm works y

best) )
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2 Feet of 20 gauge craft wire (nickel or brass 2 %
finish) 2

Qty » 6mm Swarovski crystal rondelle
Qty 2 Spool of metallic sewing thread
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Step1# OO0 Yo 1 £ 18X6 xEOAA OEAAIT S8

Step 2:Lay the ribbon flat, and then fold each side of the ribbon in towards the middle, until the ends of t
ribbon overlap by about a half of an inch.

Step 3: Loosely sew the middle of the ribbon with a simple stitch.
Step 4: Pull the thread until it cinches the ribbon into a snug bow shape.

Step 5:Wrap the thread ten times around the center of the bow. Knot the thread and put the bow to side.
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Step 7: Fold the ribbons in half, so that the back of the ribbon is showing on each side.
Step 8: Join the ends of the ribbons together with a simple stitch and tie it off.

Step 9: Turn the ribbon inside out, so that decorative side is facing out.
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ers and pull as tightly as you can. Knot the wires and set the ribbon tube to the side.
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the wire.

Step 13Make two tight wire wraps, just
below the loop.
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Step 14Wrap the wire again, but this
time in a large loop, forming it a bit with
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like a halo.

Step 15:Make another tight wire wrap

just below the halo. Crimp it down wit
your chain nose pliers.
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